DECLARATION OF PERFORMANCE
N° 001/6060T5

1. Single identification code for product type: EN AW 6060T5

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW
6060T5 following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer;
Aluminium profile for structural construction works under internal and external loads

4, Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e [ts contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMERSEHE AR FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
FORM :
TOLERANGE EN 755-9 O 12020-2
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES ;
t Thickness - D
FOR T5 - Rm Rp0.2 A ASOmm
TREATMENT Diametre
MECHANICAL EXTRUDED t<=5 160 Wa 120 Wa 8% 6%
PROPERTIES PROFILE 5<t<=25 140 Mpa 100 Mpa 8% 6%
EXTRUDED
TUBE t<=15 160 Mpa 120 Mpa 8% 8%
EXTRUDED BAR D<=150 160 Mpa 120 Mpa 8% 6%
WELDABILITY CLASS | (according to prEN 1988-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1999-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine
APPLICATION environments (following D.1 schedule of prEN 1999-1-1)
For uses with no fatigue strength minimum requirements,
AW 6060 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item | Value Item | Value
Si|0,3-0,6 Cr|0,05
CHEMICAL COMPOSITION Fe|0,1-0,3 Zn|0,15
Cul0,1 Ti|0,1
Mn|0,1 Others | 0,15 total
Mg | 0,35-0,60

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

Quality
Zaragoza, 11/04/2016




DECL TION OF PERFORMANC
No 002/6060T6

1. Single identification code for product type: EN AW 6060T6

2. Type. batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6060T6
following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer;
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182
e-mail: calidad@inalsa.net

6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e lts contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity.

9. Stated performance:

RANK PRODUCTS REGISTERED IN A CIRCLE FROM 7 TO 310 mm DIAMETRE
DIMENSIONS AND
FORM TOLERANCE | -2\ AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE EN 755-
9 O 12020-2 EXCEPT DRAWING EXPRESSED INDICATION.
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES FOR
t Thickness - D
T8 TREATMENT Diametre Rm Rp0.2 A AS0mm
EXTRUDED = 0,
MECHANICAL PROFILE t<=3 190 Mpa 150 Mpa 8% 6%
PROPERTIES 3<t<=25 170 Mpa 140 Mpa 8% 8%
EXTRUDED TUBE
t<=15 180 Mpa 150 Mpa 8% 6%
EXTRUDED BAR
D<=150 190 Mpa 150 Mpa 8% 6%
WELDABILITY CLASS | (according to prEN 1998-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1998-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine
APPLICATION environments (following D.1 schedule of prEN 19899-1-1)
For uses with no fatigue strength minimum requirements.
AW 6060 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item | Value Item Value
S$i|0,3-06 Cr|0,05
CHEMICAL COMPOSITION Fe|0,1-0,3 Zn|0,15
Cul0,1 Ti|0,1
Mn|0,1 Others| Total 0,15
Mg|0,35-0,60

10. Product performance identified in paragraphs 1 & 2 comphﬂtﬂl-ge@nnancc stated in paragraph 9.
/ S DEL 4,
iraf permormance is issued undu tl'n&pni?ﬁb:h&}((}f {lie manufacturer identified in paragraph 4.
ghe of manufacturer by: K7 N

Guullérmo B.oya -~
Quality Manager
Zaragoza, 11/04/2016



DECLARATION OF PERFORMANCE
N° 003/6060T66

1. Single identification code for product type: EN AW 6060T66

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW
6060T66 following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4, Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9, Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANCE FORMAND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE EN 755-9 o]
12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN755-2
MIN.VALUES FOR t Thickness - D
MECHANICAL EXTRUDED t<=3 215 Mpa 160 Mpa 8% 6%
PROPERTIES PROFILE 3<t<=25 195 Mpa 150 Mpa 8% 6%
EXTRUDED TUBE t<=15 215 Mpa 160 Mpa 8% 6%
EXTRUDED BAR D<=150 215 Mpa 160 Mpa 8% 6%
WELDABILITY CLASS | (according to prEN 1899-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1999-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine environments
For uses with no fatgue strength minimum requirements.
AWB060 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item | Value ltem | Value
Si|0,3-08 Cr|0,05
CHEMICAL COMPQSITION Fe|0,1-03 Zn|0,15
Cu |01 Ti|01
Mn |01 Others| 0,15 total
Mg | 0,35-0,60

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of penwm_c&s issued, as stablished in the REGULATIO!

identified in paragraph 4. == = he
/‘E)S\S DEL 4(0

N (UE)n®305/2011. under the only liability of the manufacturer
s I)F' - 7-.‘_

ol P I

Zaragoza, 11/04/2016

= 4
\‘2’. \,.;r Al A
Lixen Guillénio Royo
Sales ) Quality Manager. "~ _
ZaragoZ]




ECLA 10N OF PERFORMANCE
N* 004/6063T4

1. Single identification code for product type: EN AW 6063T4

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW
6063T4 following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4, Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V. System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANCE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-8 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES ;
t Thickness - D
FOR T4 Thg“i:k = Rm Rp0.2 A A50mm
TREATMENT
= 0, [+}
:ﬁgl;e:fg EXTRUDED t<=25 130 Mpa 65 Mpa 14% 12%
TUBE TUBO t<=10 130 Mpa 65 Mpa 14% 12%
EXTRUIDO
10<t<=25 120 Mpa 65 Mpa 12% 10%
D<=150 130 Mpa 65 Mpa 14% 12%
EXTRUDED BAR " " ’
150<D<=200 120 Mpa 65 Mpa 12% -
WELDABILITY CLASS | (according to prEN 1998-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1998-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine
APPLICATION environments (following D.1 schedule of prEN 1999-1-1)
For uses with no fatigue strength minimum requirements.
AW 8083 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item | Value Item | Value
Si|0,2-0,6 Cr|0,1
CHEMICAL COMPOSITION Fe 0,35 Zn|0,1
Cu|0,1 Ti|0,1
Mn |0,1 Others | 0,15 total
Mg | 0,45-0,90

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of

is issued, as stablished in the REGULATION 't‘-i_]ﬁ F:ﬁv’“&ﬁﬁ()l 1, under the only liability of the manufacturer
. d, Nk ‘:__,f_i":'f' 4,',\)\_‘ y 2

/. /-’ \/_,\.

- _ GuillermpRoyo
Sales Mariagér{ Quality Manager =~
Zaragoza, H104/2016 Zaragoza, 11/04/2016



DE RATION OF PERFORMAN
N° 005/6063T5
1. Single identification code for product type: EN AW 6063T5

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW
6063T5 following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4, Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espafia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e  The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANGCE FORM AND DIMENSION TOLERANCES FOLLOWNG RULE MARKED IN DRAVING: UNE EN 7565-8 o]
12020-2 EXCEPT DRAWNG EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 755-2
MINVALUESFOR | tThickness-D
MECHANICAL EXTRUDED t<=5 175 Mpa 130 Mpa 8% 6%
PROPERTIES PROFLE 5<t<=25 160 Mpa 115 Mpa 7% 5%
EXTRUDED TUBE t<=15 175 Mpa 130 Mpa 10% 8%
EXTRUDEDBAR D<=150 175 Mpa 130 Mpa 8% 6%
WELDABILITY CLASS | (acoording to prEN 1899-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1998-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine environments
APPLICATION (following D.1 schedule of prEN 1899-1-1)
For uses with no fatigue strength minimum requirements.
AWB063 ALLOY ACCORDING TO UNE-EN 573-3 RULE
ltem | Value tem| Value
Si|02-08 Cr|01
CHEMICAL COMPOSITION Fe|0,35 Zn|01
Cu |01 Ti| 01
Mn |01 Others| 0,15 tofal
Mg | 0,45-0,90

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is lssued as stablished in the EGULATIOMMJOSQOI! under the only liability of the manufacturer
identified in paragraph 4. :

Signed by and in the n

R Gulllbrm'o Royo/

Quality Mai [anager ,/'
Zaragoza,iumnm(a



DECLARATI ERFORMAN
No 006/6063T6

1. Single identification code for product type: EN AW 6063T6

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6063T6
following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espafia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e  The production factory initial inspection
e lts contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANGE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE EN 755-
9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
e UNE-EN 756-2
o el B oz . psore
EXTRUDED T<=10 215 Mpa 170 Mpa 8% 6%
MECHANICAL PROFILE 10<t<=25 195 Mpa 160 Mpa 8% 6%
PROPERTIES
EXTRUDED TUBE T<=25 215 Mpa 170 Mpa 10% 8%
D<=150 215 Mpa 170 Mpa 10% 8%
EXTRUDED BAR
150<D<=200 195 Mpa 160 Mpa 10% -
WELDABILITY CLASS | (according to prEN 1999-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1998-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine
APPLICATION environments (following D.1 schedule of prEN 1999-1-1)
For uses with no fatigue strength minimum requirements.
AW 6063 ALLOY ACCORDING TO UNE-EN 573-3 RULE
ltem | Value ltem | Value
Si10,2-0,6 Cr{0,1
CHEMICAL COMPOSITION Fe 0,35 Zn|0,1
Cu|0,1 Ti| 0,1
Mn 0.1 Others | Total 0,15
Mg | 0,45-0,90

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued, as stablished in the REGULATION (UE) n° 305/2011, under the only liability of the manufacturer
identified in paragraph 4. 4

Zaragoza; 1 /0422016




1. Single identification code for product type:

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6063T66

following EN 15088:2006

DECLARATION OF PERFORMANCE
N° 007/6063T66

EN AW 6063T66

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):

Industrias Aragonesas del Aluminio, S.A.

Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia

Tel: +34976472570 Fax: +34076470182
e-mail: calidad@inalsa.net

6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006

harmonized standard:

e The production factory initial inspection

e lts contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANCE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 765-2
MIN.VALUES
FOR T66 tMickness - D ’Rm Rp0.2 A ASOmM
TREATMENT B
MECHANICAL EXTRUDED t<=10 245 Mpa 200 Mpa 8% 6%
PROPERTIES PROFILE 10<t<=25 225 Mpa 180 Mpa 8% 6%
o t<=25 245 Mpa 200 Mpa 10% 8%
EXTRUDED BAR D<=200 245 Mpa 200 Mpa 10% 8%
WELDABILITY CLASS | (according to prEN 1998-1-1 Appendx C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.22)
DURABILITY B (according to prEN 1998-1-1)
APPLICATION
For uses with no fatigue strength minimum reguirements.
AW 6083 ALLOY ACCORDING TO UNE-EN 573-3 RULE
ltem | Value Item | Value
Si|0,2-0,6 cr|0.1
CHEMICAL COMPOSITION Fe|0,35 Zn|0,1
Cu|0,1 Ti|0,1
Mn (0,1 Others | 0,15 total
Mg |0,45-0,90

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued, as stablished in the REGULATION (UE)n®305/2011, under the only liability of the manufacturer
identified in paragraph 4. - 5D

Signed by and in the n

Guillefmio Ry . A
Quality Manager.© -
Zaragoza, 11/04/2016



DECLARATION OF PERFORMANCE
N°008/6082T4

1. Single identification code for product type: EN AW 6082T4

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6082T4

following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer;
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (3):

Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net

6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006

harmonized standard:

¢  The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANGE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES
FOR T4 Llueknese O T“I;‘I::::fa D Rm Rp0.2 A ASOmm
TREATMENT -
MECHANICAL EXTRUDED -
PROPERTIES t<=25 205 Mpa 110 Mpa 14% 12%
PROFILE
- t<=25 205 Mpa 110 Mpa 14% 12%
EXTRUDED BAR =200 205 Mpa 110 Mpa 14% 12%
WELDABILITY CLASS | (according to prEN 1999-1-1 Appendx C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2 2)
DURABILITY B (according to prEN 1999-1-1)
APPLICATION
For uses with no fatigue strength minimum requirements.
AW 6082 ALLOY ACCORDING TO UNE-EN 573-3 RULE
ltem | Value Item | Value
Si(0,7-1.3 Cr|0,25
CHEMICAL COMPOSITION Fe|0,5 Zn|0,2
Cu (0.1 Ti|0,1
Mn |0,40-1,0 Others | 0,15 total
Mg | 0.60-1,2

10, Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued, as stablished in the REGULATION (UE) n° 305/2011, under the only liability of the manufacturer
identified in paragraph 4.

By

!-' I -
Guillermo Royo
Quality Manager/
Zarago@,_l/lMZB_lG

o




ECLA PERFORMANCE
N 009/6082T5

1. Single identification code for product type: EN AW 6082T5

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW
6082TS5 following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e  The production factory initial inspection
¢ Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANCE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APP;{?L'EBLE UNE-EN 755-2
MECHANICAL M:gﬁl %ES t Thickness - D R Rp0,2 A ASOmm
PROPERTIES TREATMENT iametre " E
psiindmier t<=5 270 Mpa 230 Mpa 8% 6%
WELDABILITY CLASS | (according to prEN 1998-1-1 Appendix C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2.2)
DURABILITY B (according to prEN 1999-1-1)
For moderate rural, industrial/ urban environments, and non-industrial or moderate marine
APPLICATION environments (following D.1 schedule of prEN 1998-1-1)
For uses with no fatigue strength minimum requirements.
AW 6082 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item | Value Item | Value
8i|0,7-1.3 Cr(0,25
CHEMICAL COMPOSITION Fe|0,5 Zn|(0.2

Cu|0,1 Ti|0.1
Mn | 0,40-1,0 Others | 0,15 total
Mg |0,60-1,2

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued. as stablished in the REGULATION (UE) n® 305/2011, under the only liability of the manufacturer
identified in paragraph 4.

:Giui]l_cn'no‘ Rdj).é; st
Quality Manager-* ./
zm,wypﬁw




DE RATION [0) NCE
N® 010/6082T6

1. Single identification code for product type: EN AW 6082T6

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6082T6
following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espafia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND et e o e
FORM TOLERANCE FORM AND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UN
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES
FOR T8 Lhckness B T"é‘]’:r:‘:‘:;' ul Rm Rpo.2 A AS0mm
TREATMENT Tty
EXTRUDED t<=5 290 Mpa 250 Mpa 8% 6%
PROFILE = - 0, o,
MECHANICAL 5<t<=25 310 Mpa 260 Mpa 10% 8%
PROPERTIES EXTRUDED t<=25 290 Mpa 250 Mpa 8% 6%
TUBE 5<t<=25 310 Mpa 260 Mpa 10% 8%
=20 295 Mpa 250 Mpa 8% 6%
20<D<= 89 -
B HLBED BAR 150 310 Mpa 260 Mpa %o
150<D<=200 280 Mpa 240 Mpa 6% -
200<D<==250 270 Mpa 200 Mpa 6% -
WELDABI LHY CLASS | (according to prEN 1898-1-1 Appendx C)
BEN DING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2 2
DURABILITY B (according to prEN 1999-1-1)
APPLICATION
For uses with no fatigue strength minimum requirements.
AW 8082 ALLOY ACCORDING TO UNE-EN §73-3 RULE
ltem |Value ltem | Value
Si|0,7-1,3 Cr|0,25
CHEMICAL COMPOSITION Fe|0,5 Zn|0,2
Cu|0,1 T 0,1
Mn |0,40-1,0 Others | 0,15 total
Mg |0,60-1,2

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued, as stablished in the REGULAII%?{EE’}A\SOSIZOI 1, under the only liability of the manufacturer
identified in paragraph 4.

Gillermo Roy6 - *
Quality Manager -~
Zaragoza, 11/04/2016



DECLARATION RFORMANCE
N®011/6106T6

1. Single identification code for product type: EN AW 6106T6

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6106T6
following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer;
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espaiia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

*  The production factory initial inspection
¢ lIts contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND
FORM TOLERANCE | FORMAND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
APPLICABLE
RULE UNE-EN 755-2
MIN.VALUES
MECHANICAL FOR T8 e U Rm Rp0.2 A AS0mm
PROPERTIES TREATMENT Diametre = LR
 EXTRUDED | T T y = T Oz
PROFILE t<=10 250 Mpa 200 Mpa 8% 6%
WELDABILITY CLASS | (according to prEN 1999-1-1 Appendx C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2. 2)
DURABILITY B (according to prEN 1998-1-1)
APPLICATION

For uses with no fatigue strength minimum requirements.
AW 6106 ALLOY ACCORDING TO UNE-EN 573-3 RULE

ltem | Value Item | Value
§i|0,3-0,6 Cr|0,2
CHEMICAL COMPOSITION Fe|0,35 Zn (0,1
Cu|0,25 |-
Mn |0,05-0,2 B|0,086
Mg |0,4-0,8 Others 0,1 total

10. Product performance identified in paragraphs | & 2 complies with performance stated in paragraph 9.

The current declaration of permormance is issued, as stablished in the REGULATION(UEYR® 305/2011, under the only liability of the manufacturer

identified in paragraph 4. e S DEf y X
Signed by and in then?"c B fac o ‘ 7 5 TREAN
/ \ T —{”_L’
i - T |-_-!_Aj
i =4 1 ‘ \_,_7‘_ /
y o Guiliermo.Royo "
\3 Quality Managet -~

Zaragoza, 1170472016



ARAT FORMANCE
N 014/6005T6

1. Single identification code for product type: EN AW 6005T6

2. Type, batch, serial No or any other item allowing construction product identification in accordance with article 11 (4): Profile EN AW 6005T6
following EN 15088:2006

3. Intended construction product use or uses, following applicable harmonized technical specification, as established by the manufacturer:
Aluminium profile for structural construction works under internal and external loads

4. Name or registered trade mark and manufacturer contact details following article 11 (5):
Industrias Aragonesas del Aluminio, S.A.
Carretera Cogullada, 31 - CP 50014 Zaragoza - Espafia
Tel: +34976472570 Fax: +34076470182

e-mail: calidad@inalsa.net
6. Construction product frequency benefits assessment and review framework as established by appendix V: System 2+

7. Notified Body No 1035 has implemented in the current declaration of performance on construction product covered by UNE-EN 15088:2006
harmonized standard:

e The production factory initial inspection
e Its contol and monitoring plan audit, and it has issued the corresponding Certificate of Conformity .

9. Stated performance:

RANK PRODUCTS INCLUDED IN A DIAMETER FROM 7 TO 310 mm
DIMENSIONS AND [ T T -
EORN TOLERANGE | FORMAND DIMENSION TOLERANCES FOLLOWING RULE MARKED IN DRAWING: UNE
EN 755-9 O 12020-2 EXCEPT DRAWING EXPRESS INDICATION
AFFFEE_?LE UNE-EN 755.2
M":ggl-'rlées LThicknass - D Th;::‘:”:a' R Rm Rp0.2 A A50mm
TREATMENT B
EXTRUDED |  te=s | 255 Mpa 215 Mpa 8% | &%
PROFILE (GAP) S<t<=15 250 Mpa 200 Mpa 8% %
T Tl t<=5 270 Mpa 225 Mpa 8% 6%
PROPERTES | scnriie orsk; B<t<=10 260 Mpa 215 Mpa 8% 6%
10<t<=25 250 Mpa 200 Mpa 8% 6%
[ ExmunEes | . 270Mpa |  225Mpa 8% 6%
TUBE 5<t<=10 260 Mpa 215 Mpa 8% 6%
D<=25 270 Mpa 225 Mpa 10% 8%
EXTRUDED BAR |  25<D<=50 270 Mpa 225 Mpa 8%
50<D<=100 260 Mpa 215 Mpa 8%
WELDABILITY CLASS | (according to prEN 1999-1-1 Appendx C)
BENDING PND
FATIGUE STRENGTH CLASS | (according to UNE-EN 15088 4.3.2 2)
N DURABILITY | B (according to prEN 1989-1-1)
APPLICATION
For uses with no fatigue strength minimum requirements.
AW 6005 ALLOY ACCORDING TO UNE-EN 573-3 RULE
Item |Value Item | Value
Si0,6-0,9 crlo,1
CHEMICAL COMPOSITION R " Fe|0,35  znloa 1 ]
Cu|0,1 Til0.1
Mn 0,1 Others | 0,15 total
Ma |0,4-0,6

10. Product performance identified in paragraphs 1 & 2 complies with performance stated in paragraph 9.

AS A

s issued, as stablished in the REGULATION (‘63‘)?13?3\@{\2011, under the only liability of the manufacturer
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Gallermo RayS, /{"/f
Quility Manager ./, /
Zaragoza, 110472016/
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